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1.1.1.1. R3755A/R3760 RFID About the measurement sample software 
The R3755A/R3760 network analyzer is built in the PCI extended slot of the personal 

computer and used. The feature of the sample software for RFID used with this network 

analyzer built into the personal computer is shown below. 

2.2.2.2. RFID Measurement sample software screen explanation 
2.1.2.1.2.1.2.1. Measurment screen 

②②②②    
①①①①    

③③③③    ④④④④    

⑤⑤⑤⑤    ⑥⑥⑥⑥    

⑨⑨⑨⑨    ⑩⑩⑩⑩    

⑦⑦⑦⑦    ⑧⑧⑧⑧    

 

① Measurement/Setup Tab  Switch tab on Measurement/Setup tab 
② Connect button It connects it with the network analyzer in the Connect  

button personal computer. 
③ TCP/IP Address The address of TCP/IP is input. 
④ Board number The board number of R3755A/R3760 is specified.. 
⑤ Cont ON/OFF ON/OFF continuousness sweep. 
⑥ Sweep button It sweep it once. 
⑦ SCALE  Setting of Logmag scale. 
⑧ PASS/FAIL A minimum level judges and displays the stipulated range a 

 regulated range of the level and the Frequency within the 
 range that has been delimited in the limit line.  

⑨ Wave form The shape of waves of Logmag and the marker of the limit  
line and the Minimum value are displayed. 

 
⑩ Calibration The acquisition of Calibration is displayed. 

“”   :  Calibration measurement set to OFF. 
“Cor”: Calibration measurement set to ON (normal condition). 
“C?” : Calibration measurement set to ON (interpolating condition) 
“C!” : Calibration measurement set to ON (extrapolating condition) 
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2.2.2.2.2.2.2.2. Setup screen 

②②②②    ①①①①    
③③③③    

AAAA    

    

BBBB    

    

CCCC    

    

DDDD    

    

 

 

1. Stimulus  The frequency range for the sweep, number of sweep points, 
power level, settling time, and other settings for the signal source 
and the resolution bandwidth (RBW) for the receiver can be set in 
this area. 

 
2. CAL  1Port FULL CALL or Normalize is executed.  
3. Limit  The limit of the frequency and the limit at the level are set. 
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3.3.3.3. Before the measurement of RFID 
3.1.3.1.3.1.3.1. Connection method 

Please connect R3755A and COUPLER as follows. 

 

3.2.3.2.3.2.3.2. Measurement procedure 

It connects with network analyzer (NACserver) with Conect button. 

Please calibrate. (Setup Tab) 
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4.4.4.4. RFID Measurement 

CCCC    

AAAA    

    

BBBB    

    

    

    

DDDD    

    

 

A minimum level is detected. It confirms within the range of the limit this level and PASS/FAIL 

is displayed. 
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5.5.5.5. Others (Reference: Coupler Data marketed commodity) 

 


